90-TM-HF

@}) Touchless Non-Recessed Drinking Fountain with Purifier

SINCE 1901 and "Hands Free" Sensors
Fountain bowl, purifier cabinet and
[ i optional "Hands Free" gooseneck bottle
filler shown in #4 satin standard stainless
steel finish with "Hands Free" sensors, label
and bubbler in mirror finish
o
Dimensions in drawing subject to options selected.
Features 1 ' _
- 104" diameter, 16 ga. fountain bowl Top View 14 Brain Plumbing
+ Long-lasting, durable stainless steel
water dispenser, promotes refilling of o]
water bottles Side View
+ "Hands Free" sensors help prevent germ —— ——
transmission and water waste @10/5" Bowl
Diameterﬂ
- One-piece cover plate with no seams or - 3y u
exposed edges % émsrﬁ&pnl;
124"
+ No plastic parts
« Integral drain in bowl for ease of cleaning
. %“ steel support arm and wall bracket =
capable of supporting 500 Ibs.
. - . . ifier 1]
+ Matching cover plate finishes including H Puri BN
unlimited powder coat colors Front View q
a . Optional . ~Se
+ Options include "Hands Free" bottle "Hands Free"
fillers, bottle counters, finishes, bubbler Bottle Filler q
valves and much more... :‘ + .
90-TM-HF Models Include:
Purifier: Taste Master” TMS1-0.5 0 0 57 ——] 512" [==-—
« Construction: Stainless steel housing
* "Hands Free" Components Include:
+ Element: Carbon block removes lead,
particulates, cysts, chlorine, organic 23%¢" - "Hands Free" Sensor
odors and tastes. Exclusive seal . Elaetigrlcﬂch?(i
. . . . y
design negates bypassing and leaking e . Control Module
Recommended Add-ons ol + Cartridge Regulator
Chiller *[4] lithium AA batteries included
Equip your fountain with a Filtrine point-of- N
use or remote chiller to cool your drinking S Lockabl
water. We can help you select the most " Pin-Hinged Lockable ; .
economical chiller model to fit your - 14,, éﬁ:;sljﬁa% For options, finishes
demand. 16 and more see page 2
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@D Filtrine Drinking Water Non-Recessed Fountain Options A it

SINGCE 1901

[JLabels (Choose one or both [S]) Vandal Proof Options

_ [HANDS
FREE

[JOptional "Hands Free" Vandal Proof Bottle Filler

- Mounted 10/" above lowest fountain bowl.

« Comes standard with bottom security panel
assembled with tamper proof screws.

« Requires larger cover plate and mounting plate.

« Supply plumbing and mounting tongue for filler
provided by Filtrine.

[JOptional Tamper-Resistant Screw

Tamper-Resistant Set Screw

Secures Bubbler to Fountain )
Tamper Resistant

Set Screws

[JOptional Security Panel

16 ga. Plate
. . S d with
[JOptional "Hands Free" Gooseneck Bottle Filler Tanﬁ;lérfRe\;Vi;tant
Screws for Added I
Security\j__\.
« Mounted on deck of lowest axT I ‘%‘,, a1
fountain bowl X amper | i

Resistant Screws ———==— l
- "Hands Free" sensor features

automatic shutoff with [30] .
second delay [JOptional F-502 Bubbler
Tamper Resistant . Alternative "Hands Free" Bubbler
Screws Available » Supply plumbing and to the Default F-503 Bubbler
mounting fitting for filler
provided by Filtrine []Optional F-502 Tamper
[OTamper resistant screws Resistant Screw
prevent vandalism Tamper-Resistant Set Screw
Model CC-153-STV Secu’?es Bubbler to Fountain Tamper Resistant
Set Screw
Fountain Finish (Check One)
DOSatin Stainless [S]  OMirrored Stainless O Powder Coat OSatin Bronze [OMirrored Bronze [OStatuary Bronze [Oil-Rubbed Bronze
Optional Cover Plate Finish (Check One)
OSatin Stainless [S]  OMirrored Stainless CPowder Coat OSatin Bronze OMirrored Bronze [OStatuary Bronze O Oil-Rubbed Bronze
 Sstainlesss " ipronze

Satin Stainless Steel [S] Black Powder Coat Satin Bronze

| 5

Mirrored Stainless Steel White Powder Coat ! Statuary Bronze
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@i},ﬁ 90-TM-HF Installation Drawing

SINCE 1987

Mounting Plate Details (Front)

10" a4x- QA"
/—WCSIII-'\IAoIesfor
— = 7> all Mounting
® VAV AV A AV AV o’
v S S S S
| — 1/" Drain Plumbing
oy S S S SA
|
04 100 +* :/ S Sk S S * L— /" Supply Plumbing
|
|
| A 6x- @ /s" Fountain
:/ 4 {/ 7 ) (3/// ——Mounting Holes
ot U /ALY 7 o]
| 4.
T ' 4 T
15" : :
26" Min |
% r%mvz"ﬂ
26" Minimum From Bottom T T T T T T T T T T T T
of Mounting Plate to Finish Floor - 154 -

Finished Floor

Equals 34 /4" to Bubbler Spout
and 47" to Bottle Filler Spout

Approximate Rough-In Dimensions
(hatched, left)

Model Height | Width

Standard Plate 10" 10"

Approximate Access Panel Rough-In
Dimensions (outlined, left)

Model Height | Width

Purifier Cabinet | 15" | 144"

*If height specified, rough-in height will
be Z less than specified height

All views shown are
for typical installation
of 90-TM-HF. Views,
dimensions and
diagrams may change
for specific installation
requirements.

Exploded On-Wall Installation View 5
90-TM-HF 4x- @ /" CS Lag Bolts

By Others), for Securin i
A ) ( yMountiZ\g Plate to 9 Mounting Plate Surface (VCi)S[?gl\nglsy)
Typical Assembly Instructions Mounting Surface (Bracing
(Always Install Per Local Code) May Be Needed for Support)
Optional
1. Cut rough opening for fountain and purifier cabinet as shown "Hands Free"

above. Bottle Fi||er\Cover Plate

2. Run drain piping to the rough opening and install drain trap per
local code

[

. . "Hands Free"
3. Run supply water lines to bottom of rough opening. Sensors

4. Fasten mounting plate over rough opening with %6"
countersunk lag bolts with bottom of plate 26" above the floor
to meet ADA fountain height requirements.

"Hands Free"

5. Install cover plate and cabinet over the mounting plate. 90 Fountain

6. Install the model 90-HF fountain using screws provided.

Pin-Hinged

7. Connect drain line to slip coupling and building supply Lockable Door
plumbing to /4" connection at purifier. Install AA batteries.

"Hands Free"

8. Activate sensor to test water flow. Adjust flow rate by turning Sensor Components
the white screw head on the regulator cartridge (turn clockwise

to decrease flow, counterclockwise to increase flow).

9. To adjust sensor distance, turn the yellow phillips head screw on
control module (turn clockwise to lengthen distance).

Mounting Rough-In

Purifier Cabinet

Taste Master Purifier
with Three Elements
Included (1 Year Supply)
with Model 90-TM-HF

Purifier Cabinet Mounting Typical Drain Plumbing Detail (In-Wall Plumbing Provided By Others, Install Per Local Code)
Details . .
} Front View (Cropped) Top View (Cropped)
° ° °
1 - @ I
é;' Sugply ° o
e W PN TN Install Drain Trap —==H
/— Per Local Code
12" y
" Fountain
] Saupply Line
Purifier —
|
{r =
Connect 1/4" Drain
. Plumbing
2 to Slip Coupling
5 1/2" —— *
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