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*ADA compliant, less than [5] lbs force to activate.

125-CP Drawing
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FOUNTAIN SPECIFICATIONS
FOUNTAIN BOWL MATERIAL – 16 gauge
	 	 Stainless Steel	 	 Bronze
	 FINISH	 FINISH
	 	 Satin [S]	 	 Satin [S]
	 	 Mirror	 	 Mirror
	 	 Powder Coat	 	 Statuary Bronze
	 ___________________	 	 Oil Rubbed Bronze

PEDESTAL MATERIAL – 16 gauge
	 	 Same material and finish as fountain bowl
	 	 Powder Coat ___________________

FOUNTAIN CONTROL OPTIONS
	 	 Separate “SOFT TOUCH” button valve [S]* 
	 	 Integral “PUSH BUTTON” valve
	 	 Integral “EASY TOUCH” lever valve
	 NOTE: Finish to match bowl except stainless steel 
	  “Soft Touch” valve is only available in mirror.

VANDAL-PROOF FOUNTAIN OPTION
	 	 BUBBLER secured with tamper-resistant set screws

FOUNTAIN HEIGHT
 ____  inches from the bowl rim to the top of the  
mounting plate on the finished floor

Model 125-CP 
Shown in Satin Finish Bronze 

 and Mirror Finish Bubbler

Model 125-CP 
Pedestal Drinking Fountain


