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FILTRINE IS ISO 9001-2008 REGISTERED
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BUBBLER OPTIONS
Push
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OPTIONAL
GOOSENECK FILLER

MOUNTED ON
LOWER FOUNTAIN

STAINLESS STEEL FOUNTAIN
 FOUNTAIN & COVER PLATE FINISH
 ___ Satin ___ Mirror  ___ Powder Coat
 Powder Coat Color 
 BUBBLER FINISH
 ___ Mirror [Standard]      ___ Satin  

BRONZE FOUNTAIN
 FOUNTAIN & COVER PLATE FINISH
 ___ Satin  ___ Mirror
 ___ Statuary ___ Oil rubbed
 BUBBLER FINISH
 ___ Satin [Standard]     ___ Mirror
 ___ Statuary ___ Oil rubbed

BUBBLER TYPE
 ___ Integral push button valve
 ___ Separate “Soft Touch” button valve
 ___ Integral “Easy Touch” lever valve
 ___ Separate Side Mount lever valve

LOW FOUNTAIN LOCATION
 ___ Left [Standard]   ___ Right

VANDAL PROOF BUBBLER [OPT]
 ___ Secured to fountain with vandal proof screws.

“HANDS-FREE” PHOTOCELL ACTIVATION [OPT]
 ___ Uses [4] Lithium AA batteries [incl] good for  
 approx 400,000 activation cycles.  Automatic  
 shutoff [30 second] prevents vandalism and water 
waste.

BOTTLE FILLER: VANDAL PROOF [OPT]
 ___ Features “Soft Touch” valve.  Bottom of support 
arm secured with vandal proof screws.  Mounted on 
cover plate.

GOOSENECK BOTTLE FILLER: LEVER VALVE [OPT]
 ___ Mounted on lower fountain deck.

SECURITY PANEL ON BOTTOM OF FTN [OPT]
 ___ Secured with vandal proof screws.

PURIFIER MODEL: TasteMaster TM1-0.5
 Housing: FDA food grade poly-liner with stainless
 steel shell.
 Element: Carbon block removes particles, organic  
 odors and tastes, chlorine odor and taste and  
 waterborne pathogens.

CHILLER MODEL: 56NF "NO FAN"
 Cooling capacity:  5 gph at 50OF
 Storage: 2 gal, insulated stainless steel tank
 Refrigerant: HFC R134a “Ozone Safe”
 Electrical: 115/60/1  [Standard]

NOTE:
MINIMUM 6" X 18" 

OPENING IS REQUIRED 
FOR EXHAUST

REFERENCE INFORMATION... CONTACT FILTRINE FOR QUOTE OR SUBMITTAL

FC-90MOD-HL Drinking Fountain
ADA Compliant with "NO FAN" Chiller
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