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90MOD
REVISED
06.30.14

STAINLESS STEEL FOUNTAIN
 FOUNTAIN & COVER PLATE FINISH
 ___ Satin ___ Mirror ___ Powder Coat
 BUBBLER FINISH
 ___ Mirror [S]  ___ Satin

BRONZE FOUNTAIN
 FOUNTAIN & COVER PLATE FINISH
 ___ Satin ___ Mirror
 ___ Statuary ___ Oil rubbed
 BUBBLER FINISH
 ___ Satin [S] ___ Mirror
 ___ Statuary  ___ Oil rubbed

BUBBLER: SPECIFY
 ___ Separate “Soft Touch” button valve [S]
 ___ Integral push button valve
 ___ Integral “Easy Touch” lever valve
 ___ Separate Side Mount lever valve

BUBBLER: VANDAL PROOF [O]
 ___ Secured to fountain with vandal proof screws

“HANDS-FREE” PHOTOCELL ACTIVATION [O]
 ___ Includes [4] Lithium AA batteries – approx.
 400,000 activation cycles.  30 sec. automatic
 shutoff helps prevent vandalism and water waste

BOTTLE FILLER: VANDAL PROOF [O]
 ___ Features “Soft Touch” valve.  Panel on bottom
 of support arm secured with vandal proof screws.
 Mounted on cover plate.

BOTTLE FILLER: LEVER VALVE [O]
 ___ Push back valve. Mounted on cover plate

SECURITY PANEL ON BOTTOM OF FTN [O]
 ___ Secured with vandal proof screws

ACCESS PANEL [O]
 ___ 6” H [S] or specify _____ inches
 [Finish to match cover plate]

BOTTLE FILLER OPTION

MOUNTED ON
COVER PLATE

SECURITY PANEL OPTION
On bottom of fountain

secured with
tamper-resitant screws

BUBBLER OPTIONS
Push

Button
Bubbler

Soft
Touch

Button

Easy Touch
Lever Valve

Side Mount
Lever Valve

1-1/4" O.D.
DRAIN

1/4" SUPPLY

11"
OR

18” WITH
BOTTLE FILLER

1"

1"

15-1/2"

4"

1"

2"

8"

16"

6" STD
or specify

ACCESS PANEL
Optional

2-3/4"

10-1/2"
OR

17-1/2”  WITH
BOTTLE FILLER

26” MINIMUM to bottom of
mounting plate

OR PER LOCAL CODE

ALIGNMENT
PINS

MOUNTING
PLATE

FINISHED
WALL

SIDE VIEW
ON-WALL MOUNTING

WITH COVER PLATE

COVER
PLATE

CL

MOUNTING
PLATE

FINISHED
WALL

SIDE VIEW
IN-WALL MOUNTING

WITHOUT COVER PLATE

FRONT VIEW
WITH COVER PLATE

MOUNTING PLATE
1/4" STEEL

3/8” DIA.
MTG HOLES

FINISHED FLOOR

12-5/8”

3”

12-5/8”

TOP VIEW
WITH COVER PLATE

5-1/2"

ACCESS
PANEL

FRONT

MOUNTING
CLIP

MOUNTING
SURFACE

SCREW

TOP VIEW
MTG CLIP DETAIL

 90MOD DRINKING FOUNTAIN
Shown with optional access panel

ILLUSTRATION

[S] = STANDARD   /   [O] = OPTIONAL

27" MINIMUM FROM BOTTOM OF MOUNTING PLATE
TO FINISHED FLOOR EQUALS

33-1/4" TO LOW BUBBLER SPOUT

REFERENCE INFORMATION - PLEASE CONTACT FILTRINE FOR QUOTE OR SUBMITTAL

Model 90MOD
DRINKING FOUNTAIN

mailto:drinkingwater@filtrine.com

